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Fishing Rod Holders
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Figs. 1205D01 & DPD
with Drain Bib

Fig. 0452

Figs. 0452D01 & DPD
with Drain Bib

Fishing Rod Holder
Angled Flush Mount (Approximate 65°)

Material:                           Stainless Steel Flange and Tube with Soft Polymer Liner 
Finish:                               Polished with Black Liner
Dimensions:                   Tube: 2” O.D. , 1-5/8” I.D.
                                           Flange: 4-1/8” x 3-3/8”
Bolt Size:                          #10
Features:                     •   Includes flange gasket w/integral flip-up cap
                                      •   D01 & DPD have integral drain bib for 5/8” I.D. flexible hose

Drain           Length 
Bib         Under Flange Retail Pkg.            OEM Bulk Pkg.
No                  8-1/4” 0452DP0STS         0452000STS
Yes                  9-3/4” 0452DPDSTS        0452D01STS

Drain           Length 
Bib         Under Flange Retail Pkg.            OEM Bulk Pkg.
No                      8” 1205DP0CHR        1205000CHR
Yes                  9-1/2” 1205DPDCHR       1205D01CHR

Fishing Rod Holder
Angled Flush Mount (Approximate 65°)

Material:                           Zinc Alloy Flange, Anodized Aluminum Tube, and Soft Polymer Liner 
Finish:                               Chrome Plated with Black Liner
Dimensions:                   Tube: 2” O.D. , 1-5/8” I.D.
                                           Flange: 4-1/4” x 3-1/2”
Bolt Size:                          1/4”
Features:                     •   Includes flange gasket with integral flip-up cap
                                      •   D01 & DPD have integral drain bib for 5/8” I.D. flexible hose

Fig. 1205

For spare parts for all rod holders on this page, see page 181.




