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Fig. 1408 Black
Shown

New Flip-Top Cap Designs
Figs. 1408 and 1409 Flip-Top Fuel Fills 
for EPA/CARB pressure relief and canister systems 

Figs. 1351 and 1352 Vented Flip-Top Fills
for Pre-EPA fuel systems

MADE IN THE

These fills meet the CARB and EPA requirements of U.S.C.G. Safety Standards (July 31, 2011) for 40 CFR Parts 9,
60, 80 et al. Control of Diurnal Emissions From Nonroad Spark-Ignition Engines and Equipment.

Fig. 1352 White (Vented Cap)

Pre-EPA Vented Fills Feature:
• New stylish flip-top cap design
• Available Gas, Diesel and Water
• No deck plate key or ground 

wire required
• Standard Colors: Black or White
• Custom Colors Available

Fig. 1351 35° Angled Neck
Fig. 1352 Straight Neck

Fig. 1409 White
EPA Pressure Relief Cap

EPA & CARB 

CERTIFIEDCERTIFIED
COMPONENT

Fig. 1352 Black
Water

EPA and CARB Fills Feature:
• New stylish flip-top cap design
• Vacuum pressure relief (VPR)
• Available Gas Only
• No deck plate key or ground 

wire required
• Standard Colors: Black or White
• Custom Colors Available

Fig. 1408 35° Angled Neck
Fig. 1409 Straight Neck


